Mze EYEolol A,



Folding Door Installation Manual

U Tools and Matenals rOLZEr
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1. Drill Bit - > Choose the right type and length 2. Screw for Wood
A Choose the right kind and length
3

I Choose the desired length I #8+13 (4.2mm=*13mm)

. #8*16 (4.2mm+*16mm)
E Concrete, Marble, Tile b =

4.2mm #8+19 (4.2mm*19mm)
#8+25 (4.2mm#*25mm)
same for the round head screws and #6132:(4-2mm»320im)
E Metal, steel flat head screws #8+38 (4.2mm*38mm)
#8+50 (4.2mm=*50mm)
#8+63 (4.2mm#*63mm)
e #8+75 (4.2mm+*75mm)

£ Wood P oo
= #8+88 (4.2mm+*=88mm)

#8+100 (4.2mm#*100mm)

I Choose the desired length I

[ Screw types for wood ]

Use a flat head screw when drilling into insulated frames to
prevent the roller head from touching the screw head.

3. Wall Plug (Concrete, Marble, Tile) 4. Screw Bolt for Metal 5. Drill Machine

A Choose the right kind and length A Choose the right kind and length

standard 110mm

6x110 6mm | —_—

75mm
6x12x44 S S—t
S 37mm - .
<#8+*100

[ Wall plug sizes ] [ Screw sizes |
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1. Folding door frame bracket assembly

[Tl

Insert bracket at both ends of the bottom track

Sealing after
Secure the bracket with a screw like the picture above. (Be careful not to pierce through the track ) inserting bracket

Do not tighten the screws all the way so that the jam bar can be moved to adjust the width of the track.

2. Assembly of the jam bar into the bracket

Insert the jam bar into the bottom bracket. (This is the frame that supports the door. Use a hammer to attach it airtight to
Secure the jam bar with screws at the back of the bracket.

the frame.)

U Same for the headtrack ~ p _ai cr U
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1. Folding door bracket assembly

Insert bracket at both ends of the bottom track .
Sealing after
Secure the bracket with a screw like the picture above. (Be careful not to pierce through the track .) inserting bracket

Do not tighten the screws all the way so that the jam bar can be moved to adjust the width of the track.

2. Assembly of the jam bar into the bracket

[T«

Insert the jam bar into the bottom bracket. (This is the frame that supports the door. Use a hammer to attach it airtight to the frame.)

Secure the jam bar with screws at the back of the bracket.

U Same for the headtrack ~ p _ai cr U
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1. Drill holes with a heavy duty drill bit for metal where the screw and wall plug would be inserted on the sill, head, and jam bar.

A Sill & HeadE Dirill a hole at 100 mm from each bracket. Drill additional holes 700 -800 mm apart from these holes .
(On the bottom track , drill holes at 30 mm from each side where the track pieces are attached .)

A Jam Bar E Drill holes at 200 mm from the top and bottom. Drill another hole in the middle

A With these pre -drilled holes, attaching the frame to a wall or metal object will be easier

A Drill more holes if the installation is for a windy location.

[ Drill holes on the head ] [ Drill holes on the sill ] [ Drill holes on the jam bar ]
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2. Fix the frame to the space where the door will be installed.

A On a concrete floor

b S
e \
Q P Iv*’ - 5
A"-“ra\. ~
Drill a hole through the pre -drilled hole into the concrete .
Secure the bottom track and track cover with a wall plug.
A On a concrete wall

Drill a hole through the pre -drilled hole into the concrete .

Secure the jam bar with a wall plug.
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3. Secure the head with the same method .

4. Install the head track with the door stop at the opposite side of the door  opening.

Otherwise it will block the door opening .

5. After the frames are installed on all sides, take out a piece of the bottom frame so that the door can get through the track.
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U Door Installation

1. Align the bottom track and head track trollies in the same direction of the track.




